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TWO _SECTIONS OF W BEAM (12.5")

TRAFFIC BARRIER W BEAM ANCHORAGE TO VERTICAL

FACE

STANDARD TRAFFIC

ONE SET INSIDE THE OTHER
ON TOP PANEL ONLY
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W BEAM PANEL

/ AGAINST POST

ADD RWBQO1a W-BEAM
BACK-UP PLATE

SEE AASHTO's

“A Guide to

Standardized Highwaﬂ

Barrier Hardware”

TRAFFIC DIRECTION
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W BEAM TERMINAL CONNECTOR

MD 605.44) FOR
ALTERNATE ANCHORAGE METHOD
“CAST IN CONCRETE”

THE CONTRACTOR SHALL FURNISH AND INSTALL FOUR (4)7%" DIA.
HEAVY DUTY GALV.
RECESSED NUTS AND RECTANGULAR PLATE WASHERS.
SHALL BE ANCHORED WITH EPOXY GROUT AS SPECIFIED IN SPEC.

(SEE STD.
I
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ROADWAY
SECTION A-A
NOTE 1: POSTS 1. 2. 3. 4 & 6

REQUIRE ADDITIONAL HOLE TO ATTACH
LOWER BLOCKS AND/OR RUBRAIL.

NOTE 2:

8" BOLT FOR POST 1.

6

FOR THE WOOD SPACER USE AN

“ FOR POSTS 2

AND 3. AND 4" FOR POST 4.

NOTE 3: DO NOT ATTACH W-BEAM TO POSTS

PLAN

THREADED ANCHOR RODS WITH HEX.

HEAD
ANCHOR RODS

902.

MD 605.41-02 FOR RECTANGULAR PLATE WASHER DETAIL)

TWO (2) SECTIONS
/—DF W BEAM

%" DIA.
W/ NUT. 4

Wo0OD BLOCKOUT SPACER (W.B.S.)

SPLICE BOLT
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POST D W

[t ! 5 “

o W.B.S. 2 49" 4"

Lo R T
SECTION B-B 4 2" 4"

Ly
SECTION
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14 2. 3, 5 0R 7. BOLT BLOCKS DIRECTLY PLAN SIDE FRONT
TO POSTS. - - -
WOOD BLOCKOUT SPACER
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